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Abstract

The impedance of a radio-frequency ampli�er in a synchrotron storage ring, an ampli�er without

a circulator, is de-embedded from measurements of the single-bunch longitudinal beam-response

function. The presence of both Robinson-mode resonances [N. Towne and J.-M. Wang, Phy. Rev.

E 57(3), p. 3461-7 (1998)] in the response function aids precision in the measurement. The

in
uence of the cavity level-regulation loop is also observed.
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I. INTRODUCTION

The National Synchrotron Light Source (NSLS) vacuum-ultraviolet (VUV) ring is unusual

in that beam loading of the two radio-frequency (rf) systems is unusually large. In the main

rf system, in particular, the beam-loading parameter Y = 2IavR=V exceeds 15, the detuning

angle exceeds 86Æ, and the rf-mode detuning exceeds the damping rate by a factor more than

20 at high current. The transmission line is strongly over coupled to the cavity to the extent

that the resonant standing-wave ratio is 5.5. No isolator between the generator and cavity

is present although a directional coupler is inserted to damp transmission-line resonances,

which reduces the e�ective beam loading.

The problem of quantifying single-bunch longitudinal dipole modes [1], or Robinson

modes [2], requires understanding the highly resonant features of the impedance of the ring

with frequencies near revolution harmonics. The rf modes of the cavities in the ring, in par-

ticular the accelerating mode of the main cavity, heavily in
uence the Robinson modes. The

problem of characterizing the impedances of these accelerating modes suÆciently well to per-

mit quantitative predictions of the longitudinal beam-response function (LBRF), coherent

frequencies, damping rates, and beam-response-function enhancements of noise backgrounds

[3] in the NSLS VUV ring over the range of rf-system operating conditions is non-trivial [4].

With such strong coupling of the transmission line and rf ampli�er to the cavity, it is

necessary to carefully quantify these details in order to characterize the loading of the cavity

by the generator and hence the impedance of the cavity as seen by the beam. While elements

of the transmission line and its coupling to the cavity are accessible to direct rf measurements,

the impedance of the generator, a 50-kW tetrode ampli�er, is not directly measurable. This

is because cold (no DC power) measurements of its impedance are not useful because the

working impedance is dominated by the beam in the tetrode. This tetrode-beam impedance

has, due to internal feedback, unknown resistive and reactive components. For this reason

the direct measurement of the ampli�er impedance as unproductive.

We report here the measurement of the generator impedance by de-embedding it from

measurements of the longitudinal beam-response function (LBRF), the response of the beam

to an externally applied perturbation of the voltage in the ring seen by the beam, through

the use an analytic model that relates the loaded rf-cavity damping rate and detuning to

the generator impedance. This analytic model incorporates the details of the transmission
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line and its coupling to the cavity.

A feature of the VUV ring is utilized to add precision to the measurement of the generator

impedance. The accelerating mode of the main cavity has a damping rate that is small

compared to coherent frequencies; as a result, under some conditions, the LBRF shows

resonances of both modes of the coupled beam-cavity system (Fig. 1) [1]. These features,

providing more structure in the LBRF than is present in rings where the beam couples only

weakly to the accelerating mode [5], permit more precision in the determination of the RF

system parameters that in
uence the Robinson modes than would otherwise be possible.

In addition, the resulting �ts turn out well, providing con�dence that the model provides

a precise representation of the Robinson modes and the features of the RF system that

in
uence them.

The report proceeds as follows. In section II we de�ne the basic model of the beam and

cavity used and give the expressions for the characteristic equation for the complex-valued

coherent frequencies and LBRF. Also in this section we describe general features of the

loading of the cavity by the power-port and de�ne the forward phase diagnostic since it is

used in parameterizing the detuning of the cavity. This section gives the general theoretical

framework under which the machine data are analyzed. Section III is VUV speci�c. In this

section we specify the details of the coupling of the cavity to the transmission line and the

transmission line itself. Then we give the LBRF data, the �ts to these data, the generator

impedances extracted, and comment on the quality of the �ts.

Table I gives the VUV ring parameters used in most of the calculations.

II. RELATION OF EFFECTIVE CAVITY PARAMETERS TO THE GENERA-

TOR

The purpose of this section is to give the framework under which the machine data

are analyzed. In section IIA the characteristic equation and longitudinal beam-response

function (LBRF), which relate the coherent frequencies and the LBRF to the cavity detuning

�0 and damping rate �0 of the loaded cavity (i.e., as seen by the beam), are given. In Sec.

II B the intrinsic-cavity detuning � and damping rate � are related to the characteristics of

the transmission line, generator, and their coupling to the cavity.
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FIG. 1: LBRFs for a single-bunch beam in the NSLS VUV ring. The traces are distinguished

by di�erent forward-power-to-cavity-�eld phases given in the legend (in degrees). Two resonances

are visible within 20 kHz o�set of the rotation harmonic that are sensitive to the cavity detuning.

These are the two Robinson modes [1]. In contrast, the quadrupole-mode resonance at 20 kHz

o�set is not sensitive to the cavity detuning (more on this in Sec. IIIB).

A. Characteristic equation and the longitudinal beam-response function

The cavity admittance is modeled as a rational function of the frequency ! using the sign

convention of reference [1]:

Yc(!) =
1

R

�
1 + jQ

�
!

!r

� !r

!

��
: (1)

In this expression, R is the shunt impedance, Q is the quality factor, !r is the resonant

frequency of the rf mode, !0 is the revolution frequency, the harmonic number h is such

that !r is near h!0, and the damping rate � = !r=2Q. The detuning angle � is de�ned

so that tan� = Q (h!0=!r � !r=h!0), and the detuning frequency � = h!0 � !r. The

approximation tan� �= �=� holds when �� !0.

When calculating coherent frequencies and the LBRF one must use parameters re
ecting

the cavity as the beam sees it, i.e., as the cavity is actually resistively and reactively loaded
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TABLE I: VUV parameters.

parameter symbol value

beam energy E0 744 MeV

energy loss per turn U0 14.4 keV

momentum compaction � 0.0245

revolution frequency !0 2� � 5:8763 MHz

incoherent synchrotron frequency !s 2� � 11 kHz

rf peak voltage V 80 kV

rf harmonic number h 9

rf mode normalized impedance R=Q 125/2 


unloaded Q (including HOM loads) Q 11,800

unloaded cavity impedance R 737,500 


input-port standing-wave ratio � 5.5

coupling-transformer ratio n 51.8

coupling-loop inductance L 90 nH

forward phase �at variable

by the power port. Primed parameters are used to represent these quantities.

Y 0

c (!) =
1

R0

 
1 + jQ0

 
!

!0

r

� !0

r

!

!!
: (2)

We also have the loaded damping rate �0 = !0

r=2Q
0, the detuning angle tan�0 =

Q0 (h!0=!
0

r � !0

r=h!0), the detuning frequency �0 = h!0 � !0

r, and the approximation

tan�0 �= �0=�0 when �0 � !0. In terms of these variables, the characteristic equation

for the complex-valued coherent frequency 
 is [1]

(
2 � !2

s)(
 + �0 � j�0)(
��0 � j�0) = ��I[!0

c(
��0 � j�0)� !0�

c (
 + �0 � j�0)] ; (3)

where � is the momentum-compaction factor, !s is the incoherent synchrotron frequency,

!0

c = �0 + j�0, � = �0 = e�R�=T0E0, T0 is the revolution period, and E0 is the particle

energy. The natural damping rate of the ring is small compared to coherent-mode damping

rates of interest and is neglected in this equation.

In practice, coherent frequencies were calculated using the more general discrete-time
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version of Eq. (3)

(z � 2 + z�1 + T 2

0
!2

s)(z � z0c)(z � z0�c ) = T 2

0
�Iz [j!0

cT0(z � z0�c ) + (j!0

c)
�T0(z � z0c)] ; (4)

where z = ej
T0 relates the complex variables z and 
 and z0c = ej!
0

cT0 . Equation (4)

is derived using the formalism of discrete-time systems [6] and is valid, in principle, for

detuning not small compared to !0. It is equivalent, for the present purposes, to Eq. (3).

Figure 2 gives an example of the behavior of the solutions of Eq. (3) on the complex-
 plane

as a function of beam current.

Now we turn to the LBRF for a sinusoidal voltage of magnitude Vm applied to the beam

as a function of the real modulation frequency !m. De�ne the function zm = ej!mT0 of the

externally applied rf frequency !m (this is not modulation of the rf). Then the LBRF is the

ratio of the phase response 'm of the beam to the externally applied voltage Vm:

'm

Vm
= �e2��

E0

"
zm � 2 + z�1m + T 2

0

 
!2

s � �Izm

 
j!0

cT0
zm � z0c

+
(j!0

cT0)
�

zm � z0�c

!!#
�1

: (5)

Figures 3 and 4 give an example of the LBRF for the VUV ring calculated from Eq. (5).

The method by which the primed parameters are calculated from the unprimed param-

eters and the forward-phase (the phase between the forward wave on the transmission line

and the cavity �eld) diagnostic, which is the application of the formalisms of references [7, 8]

to the types of elements present in the VUV ring, is discussed in section IIB. This treatment

is applied speci�cally to the VUV ring in section IIIA.

B. Power-port loading

The impedance of the generator has an e�ect on synchrotron frequencies because it both

pulls the detuning � and increases the damping rate � of the RF mode. This e�ect is large

in the main cavity of the VUV ring because the high beam loading requires strong coupling

of the transmission line to the cavity. For the same reason, the details of the coupling of

the generator to the ampli�er must be considered when calculating coherent frequencies and

beam-response functions through Eq. (3) and Eq. (5), respectively.

In Fig. 5 is shown an equivalent circuit model of the cavity, transmission line, and gener-

ator. The model contains the cavity admittance Yc, an ideal transformer giving the strength

n of the coupling of the cavity to the transmission line, a two-by-two admittance matrix Y
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FIG. 2: Solutions of Eq. (4) plotted on the complex 
 (
r, 
i) plane as a function of beam current

for cavity detuning from !s=7 to 13!s=7 in 2!s=7 steps. The dashed line is the cavity damping

rate �0. The zero-current limits of the beam-mode loci are at 
 = !s on the real axis and of

the cavity-mode loci are on the 
i = �0 axis. The large dot at the center of the �gure is the

beam-mode/cavity-mode collision point at I = �02!s=2�!
0

r and �0 = !s [1]. Small dots are given

at 10 mA intervals. Arrows give the direction of increasing beam current. The VUV parameters

of Table I are used in the calculation.

representing components on the transmission line linking the cavity and generator, and the

constant generator admittance Yg.

The three basic (four scalar) equations

Ib � Ic = YcVc (6)

Ig � ITL = YgVg (7)2
64 nIc
ITL

3
75 = Y �

2
64 Vc=n

Vg

3
75 (8)

constrain the cavity current Ic, the cavity voltage Vc, the current ITL on the transmission

line, the generator voltage Vg, the beam current Ib = �2Iav, and the generator current Ig.

To determine the speci�c form of �0 and �0, one calculates the cavity admittance Y 0

c seen

by the beam

Y 0

c = Ib=Vc jIg=0 : (9)

Trivially, from Eq. (2), 1=R0 = Re[Y 0

c ]. One can also easily verify that

Y 0

cR = j tan� + � (10)
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FIG. 3: Magnitude of the LBRF calculated from Eq. (5) for the VUV parameters of Table I, beam

current 109 mA, and for four values of the forward phase �at (Sec. IIB), in degrees, as given in

the legend (positive is capacitively detuned).

for Yc at the rf frequency, where � is complex valued and independent of �. Then necessarily

�0

R0�0
=

�

R�
+
Im[�]

R
: (11)

The loss factor of the cavity k0 = R� = R0�0 is independent of the loading of the cavity so

the loaded detuning �0 is displaced from the unloaded detuning � by the �xed amount:

�0 = �+ � Im[�]: (12)

By solving these equations, where Y contains the speci�cs of the elements in the transmission

line between the cavity and the generator, one can determine the total detuning and damping

rate of the cavity seen by the beam.

The last thing that needs to be done, before considering the speci�cs of Y , is to relate

the detuning �0 and damping rate �0 to the forward-phase diagnostic, since this parameter

is measured and, in practice, used to control the cavity detuning �. The forward- and

reverse-wave complex-valued amplitudes ag and bg,2
64 ag
bg

3
75 =

1

2

2
64 1=

p
Z0

p
Z0

1=
p
Z0 �

p
Z0

3
75 �
2
64 Vg

ITL

3
75 ; (13)

represent the amplitudes of the forward and reverse traveling waves on the transmission line

at the forward-phase pickup. Z0 is the characteristic impedance of the transmission line and
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FIG. 4: Phase of the LBRF calculated from Eq. (5) for the VUV parameters of Table I, beam

current 109 mA, and for four values of the forward phase �at (Sec. IIB), in degrees, as given in

the legend (positive is capacitively detuned).

� is the standing wave ratio of the cavity viewed from the transmission line (R = n2�Z0).

The forward phase �at is de�ned as

�at = Phase(ag=Vc) (14)

and is, for the moment, regarded as a function of �. Equations 14 and 12 are then inverted

to obtain � as a function of �at.

The exact position of the pickup on the transmission line is immaterial because delays

change ag and bg only by a phase factor and its inverse, respectively. The calibration of

�at is important, however, and is accomplished by assigning the value zero to the phase at

which the cavity detuning � minimizes the re
ection coeÆcient jbg=agj. Thus values from
the calibrated forward-phase diagnostic are mapped to the beam-witnessed detuning �0.

III. THE GENERATOR IMPEDANCE

In this section we �rst specify, in Sec. IIIA, the admittance matrix Y of Eq. (8) speci�c

to the VUV main-cavity rf system. Then, in Sec. III B machine measurements of LBRFs

are �tted to Eq. (5) where power-port loading is taken into account. The result of these �ts

is the generator impedance and cavity voltage for best match. Results are given at di�erent
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FIG. 5: Equivalent circuit of the cavity and transmission line containing the cavity admittance Yc,

an n:1-ratio ideal transformer, generator admittance Yg including the transmission-line, cavity and

generator voltages Vc and Vg respectively, and the two-by-two admittance matrix Y representing

elements between the cavity and the forward-amplitude pickup on the transmission line - but not

including the transmission-line delay.

plate currents, the e�ect of the transmission-line delay is considered, and the quality of

the �ts are discussed. Ring and RF system parameters used in the �ts are given in Table

I. Finally, in Sec. III C, results of measurements qualitatively showing the e�ect on beam-

response functions of the one servo loop of the RF system with bandwidth comparable to

the coherent frequencies, the loop regulating cavity voltage, are shown.

A. The coupling loop and transmission line

As discussed in section IIB, the electrical components between the cavity and the forward-

phase pickup are represented, in the model of that section, by the admittance matrix Y . In

the VUV ring two components are represented by this matrix. One is the loop that couples

the transmission line to the cavity. This coupling loop is characterized by its admittance

YL = 1=j!L, where L is the inductance of the loop (Fig. 6). The second is a 10-dB

directional coupler used as an attenuator intended to damp transmission-line resonances.

The directional coupler is characterized by the its real transmission coeÆcient T . The

length of free transmission line on the cavity side of the forward-phase pickup is immaterial

because its only e�ect is removed later in the calibration of the forward-phase diagnostic

measuring �at as discussed in Sec. II B. (The total length is relevant to determination of

the actual generator impedance and is discussed brie
y in Sec. III B).

The speci�c form of the admittance matrix Y , representing the cavity coupling loop and
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10 dB directional coupler and inserted into the solutions of equations 6-8, is

Y =
1

Z0 + �YL

2
64 YLZ0 �2TYLZ0

�2TYLZ0 YLZ0 + �

3
75 ; (15)

where

� =
1� T 2

1 + T 2
: (16)

B. Measurements and Results

Each data set taken from the machine consists of LBRFs at four di�erent values of the

cavity detuning as measured by four values of the forward phase �at, all at similar currents.

The ampli�er plate current and cavity voltage were recorded for each trace. An example of

a data set was shown in Fig. 1 in Sec. I. Both Robinson modes are visible | one varying

from 3 kHz to 8 kHz o�set from the rotation harmonic and the other visible in the lower

three traces at 12 kHz and above from the rotation harmonic. The third trace of the �gure

shows the condition at which the damping rates of the two modes are about the same |

the condition 
i ' �0=2 as a consequence of the condition Im[
b] + Im[
c] = �0, where 
b

and 
c are the two distinct conjugate pairs of complex-valued solutions of Eq. (3) [1]. At

the lowest forward phase, 0Æ, the modes are both stable. Were the forward phase to go

negative, the higher-frequency Robinson mode would narrow and eventually go unstable |

an expectation consistent with the resistive Robinson-stability criterion.

The other major feature of the data sets and seen in the �gure is the quadrupole-mode

resonance at 20 kHz o�set (roughly twice the synchrotron frequency). This is identi�ed with

the quadrupole mode because it has high Q, is insensitive to the detuning but sensitive to

the total cavity voltage, and is insensitive to the intensity of the excitation over a broad

range. It was once thought to be unstable with suÆcient single-bunch current but is now

thought to be excited peripherally under these conditions by microwave instability in the

turbulent regime.

Measured LBRFs were �t to the calculated LBRF of Eq. (5) as follows.

� Traces were assembled into groups of similar ampli�er plate current that are analyzed

as a unit. (As a simplifying assumption it is assumed that the generator impedance

is a function of the DC plate current only.) The exception to this rule are the data of
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FIG. 6: Equivalent circuit of the two-by-two admittance matrix Y representing elements between

the cavity and the forward-wave pickup on the transmission line|but not including delay. L rep-

resents the inductance of the coupling loop and T represents the attenuation of a 10-dB directional

coupler in the transmission line used to resonances.

section III C where the data sets themselves are analyzed as a unit. In these cases the

�rst (upper) trace of each data set is not used.

� A window in o�set frequency over which the spectra are �t is set to exclude the rotation

harmonic (at zero o�set) and the quadrupole-mode resonance near 20 kHz o�set. The

result is a 1.6 to 17.1 kHz window.

� The error function is the integrated squares of the di�erences between the absolute

values of the measured and calculated LBRFs (on a linear scale). No phase information

was used.

� Although an overall normalization is necessary to accommodate the otherwise un-

known gain factors in the measurement, it was also found that a trace-to-trace nor-

malization was necessary. The reason may have to do with variations of bunch length

from trace to trace.

� The cavity voltage is measured and recorded for each trace but, as there is some

uncertainty in its calibration, an overall calibration factor is used to �t each data set.

� The error function was minimized by varying the complex-valued generator impedance

(two parameters) as well as the overall cavity-voltage calibration factor (one parame-

ter).

The �rst set of �ve groups of traces was taken at di�erent beam currents between 55 mA

and 190 mA and with the ampli�er detuning currently used in normal operation. These

data are shown in Fig. 7 along with �tted LBRFs.
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The second set of �ve groups of traces are shown in Fig. 8 where the cold (no DC power)

ampli�er plate-circuit resonant frequency is shifted downward (more capacitively) by 370

kHz. At this setting the cold ampli�er tuning remains inductive (above the RF frequency)

by 540 kHz. For comparison, the full width of the cold plate-circuit resonance is 1.3 MHz

with the output port loaded by 50 
. As a result of the more capacitive tuning of the

ampli�er the beam sees a more capacitively tuned cavity. This means that the higher-

frequency (beam) Robinson mode tends to be less evident, the lower-frequency (cavity)

Robinson mode is more pronounced, and the �ts are better than in Fig. 7.

To see the trends in the data extracted from the �ts, in Fig. 9 is plotted, on a Smith chart,

the generator impedances extracted from the 10 �ts of �gures 7 and 8. The e�ect of the two

di�erent ampli�er-tuning settings is clearly evident in the two clusterings of data points.

Figures 7 and 8 also show fairly good �ts between the machine data and the calculated

LBRFs.

Up to now the impedance results have reference plane at the start of the transmission

line (the inner wall of the cavity). The transmission-line delay and directional coupler are

included in the generator impedances of Fig. 9. The transmission-line delay is less than an

rf period by 1.93 ns. When these di�erences are taken out of the generator impedance, one

obtains the output impedances of the ampli�er alone (Fig. 10). The results show a rather

capacitively detuned ampli�er. Since the plate circuit is cold tuned inductively, this suggests

that feedback within the ampli�er has suÆcient magnitude and phase to provide capacitive

loading of the plate circuit by the tetrode beam. This highlights a limitation of cold tuning

an ampli�er for Robinson stability.

To summarize, the appearance of both Robinson modes in the beam-response function

adds structure to the LBRF that permits sensitive measurement of the generator impedance.

Consequently, it is preferable, when using the Robinson-mode LBRF as a diagnostic tool,

to operate the RF system in a regime where the two Robinson modes have similar damping

rates so that they both provide visible peaks in the LBRF that can be used to �t to the

model. But in rings that have RF modes with large damping rates, the two Robinson modes,

in a regime in which they are similarly damped, would not be distinguishable because of

their large damping rates; precise measurements in such cases may more diÆcult. In the

VUV ring the Robinson-mode LBRF proved suitable to provide considerable information on

the main-RF-system generator impedance.
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It was hoped that measured LBRFs would tell us the trend in the generator impedance

as a function of beam or plate current. Unfortunately it was found that the data do not

support such a determination.

C. The cavity-level regulation (ALC) servo loop

Discrepancies in the �ts of the previous section, whose origin must be outside of the

model used, can be seen, however. A mechanism that modi�es the LBRF that is outside of

the model used here is the cavity level-regulation servo loop (ALC) used in the RF system.

In principle, describing the Robinson modes in a ring with an RF system having feedback

control loops requires a description of how the loops interact with the beam motion. This

is a complicated subject in itself [9, 10] and it is discussed only qualitatively here. In the

VUV ring the feedback loops are generally slow compared to the synchrotron motion and

have little e�ect on the coherent motion. The one exception is the level-regulation loop

(ALC) of the main cavity. In this loop the bandwidth is comparable to or greater than the

synchrotron frequency and the loop has a marked e�ect on the Robinson modes. Up to this

point data in this paper were taken with the bandwidth of this loop reduced to a fraction of

its normal value. In this section we give data showing the impact of the bandwidth of this

one feedback loop on the Robinson modes.

A collection of LBRFs with ALC gain at the normal operating condition is shown in

Fig. 11. The �ts of Fig. 11 are generally poorer than in �gures 7 and 8. In Fig. 12 is

shown variation of the beam response function with ALC gain. Although the gains were

not measured, the general behavior is evident in the �gure. As the gain increases, the lower

Robinson-mode resonance is pushed upward toward the upper resonance. This behavior

is reminiscent of the behavior of the LBRF as the beam current approaches the current

at which the collision of the beam and cavity Robinson modes occurs [1]. For the VUV

parameters this current is 33 mA (Fig. 2)|considerably below the current of Fig. 12. One

might think that the value of the momentum compaction � is in error on the high side. This

would have the e�ect of reducing the factor �I in Eq. (5) making the current look smaller

and moving the peaks together. This is unlikely, however, because measurements of � are

not likely to be signi�cantly in error. For this reason it is evident that the model of section

II lacking feedback is not adequate to describe these data.
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Finally, Fig. 13 shows a Smith-chart plot of the generator impedance from Fig. 11 as well

as from Fig. 7. Slightly more scatter is evident in the impedances of Fig. 11 than in that of

Fig. 7 consistent with the poorer �ts.

IV. CONCLUSION

We described a method for measuring the output impedance of an RF ampli�er in a

storage ring. The theory, method of analyzing the data, and results when applied to the

VUV ring were described. Good agreement between measured and predicted LBRFs were

obtained. This has given us con�dence both in the applicability of the models for Robinson

modes, and for the essential features of the model describing power-port loading and the

values of parameters relevant to this model. In general, the results have given us a quantita-

tive description of the Robinson modes in the VUV ring that is more complete and accurate

than previously known.

In particular, the generator impedances measured have shown why the Robinson modes

are stable and why, when the new ampli�er output-coupling loop was installed, the �rst

attempt to �ll the ring with the plate tuning more capacitive than is currently used failed.

Prior to this study, plate tuning, in an RF system without a circulator, was an entirely

empirical adjustment. While it is preferable to have a circulator to reduce interactions

between the ampli�er and cavity, measurement of the generator impedance has taken some

of the guess work out of setting up the ampli�er in the absence of a circulator.

Measurements also showed the e�ect of the cavity level-regulation loop on the Robinson

modes and the generator impedance.

This study also showed the utility of intimate coupling of the beam and cavity for the

problem of using the LBRF to determine machine parameters. The existence of two reso-

nances with moderate Qs provides additional structure in the LBRF|structure that makes

�ts of models more diÆcult and adds precision in the determination of machine parameters

when the �ts are good.
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FIG. 7: Measured LBRFs (data points) and calculated (solid lines) least-squares �tted by varying

the cavity voltage and the generator impedance. Each plot has grouped traces with similar plate

current. The ampli�er tuning is approximately that used for normal operation. The horizontal axes

are the frequency o�sets in kHz and the vertical axes are the relative beam responses in decibels.

Each plot is labeled with the average of the plate currents at which the traces were taken and each

trace is labeled with the forward phase and beam current at which it was taken.

17



5 10 15 20 25

20

40

60

80

100
1.325 A

-10 52

-10 71

-11 96

-11 125

5 10 15 20 25

20

40

60

80

100
1.45 A

-11 152

-11 181

0.6 53

0 73

5 10 15 20 25

20

40

60

80

100
1.625 A

0 98

0 128

0 156

-3 186

5 10 15 20 25

-20

20

40

60

80

100
1.88 A

10 54

10 74

11 100

10 132

10 159

5 10 15 20 25

-40

-20

20

40

60

80

100
2.38 A

21 55

20 75

20 102

20 134

20 163

20 201

FIG. 8: Measured LBRFs (data points) and calculated (solid lines) least-squares �tted by varying

the cavity voltage and the generator impedance. Each plot has grouped traces with similar plate

current. The ampli�er is detuned capacitively by 370 kHz from that of the previous �gure. The

horizontal axes are the frequency o�sets in kHz and the vertical axes are the relative beam responses

in decibels. Each plot is labeled with the average of the plate currents at which the traces were

taken and each trace is labeled with the forward phase and beam current at which it was taken.
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a

b

FIG. 9: Smith-chart plot of the generator impedance measurements of Fig. 7 (points `a' where

the ampli�er tuning is approximately that used in normal operation) and Fig. 8 (points `b' where

the cold ampli�er tune was shifted capacitively by 370 kHz). The large central dot marks the

characteristic impedance Z0 of the transmission line at the origin of the re
ection-coeÆcient plane.
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b

FIG. 10: Smith-chart plot of the ampli�er impedance obtained by removing the e�ect of the

transmission line and directional coupler from the data of �gure 9. In cluster `a' the ampli�er

tuning is approximately that used in normal operation and in cluster `b' the cold ampli�er tune

was shifted capacitively by 370 kHz. The large central dot marks the impedance Z0 (at the

re
ection-coeÆcient origin), the characteristic impedance of the transmission line.
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FIG. 11: LBRFs measured (data points) and calculated (solid lines) by least-squares �tting by

varying the cavity voltage and the generator impedance. In these data sets the ALC bandwidth had

not been reduced and is similar to the synchrotron frequency. The ampli�er tuning is approximately

the same as is used during normal operation. The beam current is shown in the legend in each plot

and, for each trace, the forward phase at the time the trace was taken is shown next to the trace.
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FIG. 12: Variation of the beam-response function as the ALC loop gain is varied. The forward

phase is �xed at about 13Æ and the beam current is 47 mA. The ALC gain is increasing from the

top trace to the bottom.
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FIG. 13: Smith-chart plot of the generator impedances from Fig. 12 (points `a' where the ALC

bandwidth was reduced to a value small compared to the synchrotron frequency) and 13 (points

`b' where the ALC bandwidth is of order the synchrotron frequency). The large central dot marks

the impedance Z0, the characteristic impedance of the transmission line.
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